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§725.1000

(2) The Director, or a designee, will
consider the request, make a deter-
mination whether to initiate rule-
making to modify the requirements,
and notify the requester of that deter-
mination by certified letter. If the re-
quest is denied, the letter will explain
why EPA has concluded that the sig-
nificant new use notification require-
ments for that microorganism should
remain in effect.

(3) If EPA concludes that significant
new use notification requirements for a
microorganism should be limited or re-
voked, EPA will propose the changes in
a notice in the FEDERAL REGISTER,
briefly describe the grounds for the ac-
tion, and provide interested parties an
opportunity to comment.

[62 FR 17932, Apr. 11, 1997, as amended at 75
FR 790, Jan. 6, 2010]

Subpart M—Significant New Uses
for Specific Microorganisms

§725.1000 Scope.

This subpart identifies uses of micro-
organisms which EPA has determined
to be significant new uses under the
authority of section 5(a)(2) of the Toxic
Substances Control Act.

§725.1075 Burkholderia cepacia com-
plex.

(a) Microorganism and significant new
uses subject to reporting. (1) The micro-
organisms identified as the
Burkholderia cepacia complex defined as
containing the following nine species,
Burkholderia cepacia, Burkholderia
multivorans, Burkholderia stabilis,
Burkholderia vietnamiensis, Burkholderia
ambifaria, Burkholderia pyrrocinia,
Burkholderia cepacia genomovar VIII
(Burkholderia anthina), and
Burkholderia cepacia genomovars IIT
and VI are subject to reporting under
this section for the significant new
uses described in paragraph (a)(2) of
this section.

(2) The significant new use is any use
other than research and development
in the degradation of chemicals via in-
jection into subsurface groundwater.

(b) [Reserved]

[68 FR 35320, June 13, 2003]
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PART 745—LEAD-BASED PAINT POI-
SONING PREVENTION IN CER-
TAIN RESIDENTIAL STRUCTURES

Subparts A-C [Reserved]

Subpart D—Lead-Based Paint Hazards

745.61 Scope and applicability.
745.63 Definitions.
745.65 Lead-based paint hazards.

Subpart E—Residential Property Renovation

Sec.

745.80 Purpose.

745.81 Effective dates.

745.82 Applicability.

745.83 Definitions.

745.84 Information distribution require-
ments.

745.85 Work practice standards.

745.86 Recordkeeping and reporting require-
ments.

745.87 Enforcement and inspections.

745.88 Recognized test kits.

745.89 Firm certification.

745.90 Renovator certification and dust
sampling technician certification.

745.91 Suspending, revoking, or modifying
an individual’s or firm’s certification.
745.92 Fees for the accreditation of renova-
tion and dust sampling technician train-
ing and the certification of renovation

firms.

Subpart F—Disclosure of Known Lead-
Based Paint and/or Lead-Based Paint
Hazards Upon Sale or Lease of Resi-
dential Property

745.100 Purpose.

745.101 Scope and applicability.

745.102 Effective dates.

745.103 Definitions.

745.107 Disclosure requirements for sellers
and lessors.

745.110 Opportunity to conduct an evalua-
tion.

745.113 Certification and acknowledgment
of disclosure.

745.115 Agent responsibilities.

745.118 Enforcement.

745.119 Impact on State and local require-
ments.

Subparts G-K [Reserved]

Subpart L—Lead-Based Paint Activities

745.220 Scope and applicability.

745.223 Definitions.

745.225 Accreditation of training programs:
target housing and child-occupied facili-
ties.
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745.226 Certification of individuals and
firms engaged in lead-based paint activi-
ties: target housing and child-occupied
facilities.

745.227 Work practice standards for con-
ducting lead-based paint activities: tar-
get housing and child-occupied facilities.

745.228 Accreditation of training programs:
public and commercial buildings, bridges
and superstructures. [Reserved]

745.229 Certification of individuals and
firms engaged in lead-based paint activi-
ties: public and commercial buildings,
bridges and superstructures. [Reserved]

745.230 Work practice standards for con-
ducting lead-based paint activities: pub-
lic and commercial buildings, bridges
and superstructures. [Reserved]

745.233 Lead-based paint activities require-
ments.

745.235 Enforcement.

745.237 Inspections.

745.238 Fees for accreditation and certifi-
cation of lead-based paint activities.

745.239 Effective dates.

Subparts M-P [Reserved]

Subpart @—State and Indian Tribal
Programs

745.320 Scope and purpose.

745.323 Definitions.

745.324 Authorization of State or Tribal pro-
grams.

745.3256 Lead-based paint activities:
and Tribal program requirements.

745.326 Renovation: State and Tribal pro-
gram requirements.

745.327 State or Indian Tribal lead-based
paint compliance and enforcement pro-
grams.

745.339 Effective date.

AUTHORITY: 15 U.S.C. 2605, 2607, 2681-2692
and 42 U.S.C. 4852d.

SOURCE: 61 FR 9085, Mar. 6, 1996, unless oth-
erwise noted.

State

Subparts A-C [Reserved]

Subpart D—Lead-Based Paint
Hazards

SOURCE: 66 FR 1237, Jan. 5, 2001, unless oth-
erwise noted.

§745.61 Scope and applicability.

(a) This subpart identifies lead-based
paint hazards.

(b) The standards for lead-based paint
hazards apply to target housing and
child-occupied facilities.

§745.63

(c) Nothing in this subpart requires
the owner of property(ies) subject to
these standards to evaluate the prop-
erty(ies) for the presence of lead-based
paint hazards or take any action to
control these conditions if one or more
of them is identified.

§745.63 Definitions.

The following definitions apply to
part 745.

Arithmetic mean means the algebraic
sum of data values divided by the num-
ber of data values (e.g., the sum of the
concentration of lead in several soil
samples divided by the number of sam-
ples).

Chewable surface means an interior or
exterior surface painted with lead-
based paint that a young child can
mouth or chew. A chewable surface is
the same as an ‘“‘accessible surface’ as
defined in 42 U.S.C. 4851b(2)). Hard
metal substrates and other materials
that cannot be dented by the bite of a
young child are not considered
chewable.

Common area group means a group of
common areas that are similar in de-
sign, construction, and function. Com-
mon area groups include, but are not
limited to hallways, stairwells, and
laundry rooms.

Concentration means the relative con-
tent of a specific substance contained
within a larger mass, such as the
amount of lead (in micrograms per
gram or parts per million by weight) in
a sample of dust or soil.

Deteriorated paint means any interior
or exterior paint or other coating that
is peeling, chipping, chalking or crack-
ing, or any paint or coating located on
an interior or exterior surface or fix-
ture that is otherwise damaged or sepa-
rated from the substrate.

Dripline means the area within 3 feet
surrounding the perimeter of a build-
ing.

Friction surface means an interior or
exterior surface that is subject to abra-
sion or friction, including, but not lim-
ited to, certain window, floor, and stair
surfaces.

Impact surface means an interior or
exterior surface that is subject to dam-
age by repeated sudden force such as
certain parts of door frames.
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Interior window sill means the portion
of the horizontal window ledge that
protrudes into the interior of the room.

Lead-based paint hazard means haz-
ardous lead-based paint, dust-lead haz-
ard or soil-lead hazard as identified in
§745.65.

Loading means the quantity of a spe-
cific substance present per unit of sur-
face area, such as the amount of lead in
micrograms contained in the dust col-
lected from a certain surface area di-
vided by the surface area in square feet
or square meters.

Mid-yard means an area of a residen-
tial yard approximately midway be-
tween the dripline of a residential
building and the nearest property
boundary or between the driplines of a
residential building and another build-
ing on the same property.

Play area means an area of frequent
soil contact by children of less than 6
years of age as indicated by, but not
limited to, such factors including the
following: the presence of play equip-
ment (e.g., sandboxes, swing sets, and
sliding boards), toys, or other chil-
dren’s possessions, observations of play
patterns, or information provided by
parents, residents, care givers, or prop-
erty owners.

Residential building means a building
containing one or more residential
dwellings.

Room means a separate part of the in-
side of a building, such as a bedroom,
living room, dining room, Kkitchen,
bathroom, laundry room, or utility
room. To be considered a separate
room, the room must be separated from
adjoining rooms by built-in walls or
archways that extend at least 6 inches
from an intersecting wall. Half walls or
bookcases count as room separators if
built-in. Movable or collapsible parti-
tions or partitions consisting solely of
shelves or cabinets are not considered
built-in walls. A screened in porch that
is used as a living area is a room.

Soil sample means a sample collected
in a representative location using
ASTM E1727, ‘““‘Standard Practice for
Field Collection of Soil Samples for
Lead Determination by Atomic Spec-
trometry Techniques,” or equivalent
method.

Weighted arithmetic mean means the
arithmetic mean of sample results
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weighted by the number of subsamples
in each sample. Its purpose is to give
influence to a sample relative to the
surface area it represents. A single sur-
face sample is comprised of a single
subsample. A composite sample may
contain from two to four subsamples of
the same area as each other and of
each single surface sample in the com-
posite. The weighted arithmetic mean
is obtained by summing, for all sam-
ples, the product of the sample’s result
multiplied by the number of subsam-
ples in the sample, and dividing the
sum by the total number of subsamples
contained in all samples. For example,
the weighted arithmetic mean of a sin-
gle surface sample containing 60 pg/ft2,
a composite sample (three subsamples)
containing 100 ug/ft2, and a composite
sample (4 subsamples) containing 110
ug/ft2 is 100 pg/ft2. This result is based
on the equation [60+(3*%100)+(4*110)]/
(1+3+4).

Window trough means, for a typical
double-hung window, the portion of the
exterior window sill between the inte-
rior window sill (or stool) and the
frame of the storm window. If there is
no storm window, the window trough is
the area that receives both the upper
and lower window sashes when they are
both lowered. The window trough is
sometimes referred to as the window
“well.”

Wipe sample means a sample collected
by wiping a representative surface of
known area, as determined by ASTM
E1728, ‘“‘Standard Practice for Field
Collection of Settled Dust Samples
Using Wipe Sampling Methods for Lead
Determination by Atomic Spectrom-
etry Techniques, or equivalent method,
with an acceptable wipe material as de-
fined in ASTM E 1792, ‘‘Standard Speci-
fication for Wipe Sampling Materials
for Lead in Surface Dust.”

§745.65 Lead-based paint hazards.

(a) Paint-lead hazard. A paint-lead
hazard is any of the following:

(1) Any lead-based paint on a friction
surface that is subject to abrasion and
where the lead dust levels on the near-
est horizontal surface underneath the
friction surface (e.g., the window sill,
or floor) are equal to or greater than
the dust-lead hazard levels identified in
paragraph (b) of this section.
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(2) Any damaged or otherwise dete-
riorated lead-based paint on an impact
surface that is caused by impact from a
related building component (such as a
door knob that knocks into a wall or a
door that knocks against its door
frame.

(3) Any chewable lead-based painted
surface on which there is evidence of
teeth marks.

(4) Any other deteriorated lead-based
paint in any residential building or
child-occupied facility or on the exte-
rior of any residential building or
child-occupied facility.

(b) Dust-lead hazard. A dust-lead haz-
ard is surface dust in a residential
dwelling or child-occupied facility that
contains a mass-per-area concentration
of lead equal to or exceeding 40 pg/ft2
on floors or 250 pg/ft? on interior win-
dow sills based on wipe samples.

(c) Soil-lead hazard. A soil-lead hazard
is bare soil on residential real property
or on the property of a child-occupied
facility that contains total lead equal
to or exceeding 400 parts per million
(ug/g) in a play area or average of 1,200
parts per million of bare soil in the rest
of the yard based on soil samples.

(d) Work practice requirements. Appli-
cable certification, occupant protec-
tion, and clearance requirements and
work practice standards are found in
regulations issued by EPA at 40 CFR
part 745, subpart Li and in regulations
issued by the Department of Housing
and Urban Development (HUD) at 24
CFR part 35, subpart R. The work prac-
tice standards in those regulations do
not apply when treating paint-lead haz-
ards of less than:

(1) Two square feet of deteriorated
lead-based paint per room or equiva-
lent,

(2) Twenty square feet of deteriorated
paint on the exterior building, or

(3) Ten percent of the total surface
area of deteriorated paint on an inte-
rior or exterior type of component with
a small surface area.

Subpart E—Residential Property
Renovation

SOURCE: 63 FR 29919, June 1, 1998, unless
otherwise noted.

§745.81

§745.80 Purpose.

This subpart contains regulations de-
veloped under sections 402 and 406 of
the Toxic Substances Control Act (15
U.S.C. 2682 and 2686) and applies to all
renovations performed for compensa-
tion in target housing and child-occu-
pied facilities. The purpose of this sub-
part is to ensure the following:

(a) Owners and occupants of target
housing and child-occupied facilities
receive information on lead-based
paint hazards before these renovations
begin; and

(b) Individuals performing renova-
tions regulated in accordance with
§745.82 are properly trained; renovators
and firms performing these renovations
are certified; and the work practices in
§745.85 are followed during these ren-
ovations.

[73 FR 21758, Apr. 22, 2008]

§745.81 Effective dates.

(a) Training, certification and accredi-
tation requirements and work practice
standards. The training, certification
and accreditation requirements and
work practice standards in this subpart
are applicable in any State or Indian
Tribal area that does not have a ren-
ovation program that is authorized
under subpart Q of this part. The train-
ing, certification and accreditation re-
quirements and work practice stand-
ards in this subpart will become effec-
tive as follows:

(1) Training programs. Effective June
23, 2008, no training program may pro-
vide, offer, or claim to provide training
or refresher training for EPA certifi-
cation as a renovator or a dust sam-
pling technician without accreditation
from EPA under §745.225. Training pro-
grams may apply for accreditation
under §745.225 beginning April 22, 2009.

(2) Firms. (i) Firms may apply for cer-
tification under §745.89 beginning Octo-
ber 22, 2009.

(ii) On or after April 22, 2010, no firm
may perform, offer, or claim to per-
form renovations without certification
from EPA under §745.89 in target hous-
ing or child-occupied facilities, unless
the renovation qualifies for one of the
exceptions identified in §745.82(a) or
(c).
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(3) Individuals. On or after April 22,
2010, all renovations must be directed
by renovators certified in accordance
with §745.90(a) and performed by cer-
tified renovators or individuals trained
in accordance with §745.90(b)(2) in tar-
get housing or child-occupied facilities,
unless the renovation qualifies for one
of the exceptions identified in
§745.82(a) or (c).

(4) Work practices. (i) On or after April
22, 2010 and before July 6, 2010 all ren-
ovations must be performed in accord-
ance with the work practice standards
in § 745.85 and the associated record-
keeping requirements in § 745.86 (b)(6)
in target housing or child-occupied fa-
cilities, unless the renovation qualifies
for one of the exceptions identified in
§745.82(a). This does not apply to ren-
ovations in target housing for which
the firm performing the renovation has
obtained a statement signed by the
owner that the renovation will occur in
the owner’s residence, no child under
age 6 resides there, the housing is not
a child-occupied facility, and the owner
acknowledges that the work practices
to be used during the renovation will
not necessarily include all of the lead-
safe work practices contained in EPA’s
renovation, repair, and painting rule.
For the purposes of this section, a child
resides in the primary residence of his
or her custodial parents, legal guard-
ians, and foster parents. A child also
resides in the primary residence of an
informal caretaker if the child lives
and sleeps most of the time at the care-
taker’s residence.

(ii) On or after July 6, 2010, all ren-
ovations must be performed in accord-
ance with the work practice standards
in § 745.85 and the associated record-
keeping requirements in § 745.86(b)(1)
and (b)(6) in target housing or child-oc-
cupied facilities, unless the renovation
qualifies for the exception identified in
§745.82(a).

(6) The suspension and revocation
provisions in §745.91 are effective April
22, 2010.

(b) Renovation-specific pamphlet. Be-
fore December 22, 2008, renovators or
firms performing renovations in States
and Indian Tribal areas without an au-
thorized program may provide owners
and occupants with either of the fol-
lowing EPA pamphlets: Protect Your
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Family From Lead in Your Home or Ren-
ovate Right: Important Lead Hacard In-
formation for Families, Child Care Pro-
viders and Schools. After that date, Ren-
ovate Right: Important Lead Hazard In-
formation for Families, Child Care Pro-
viders and Schools must be used exclu-
sively.

(c) Pre-Renovation Education Rule.
With the exception of the requirement
to use the pamphlet entitled Renovate
Right: Important Lead Hazard Informa-
tion for Families, Child Care Providers
and Schools, the provisions of the Pre-
Renovation Education Rule in this sub-
part have been in effect since June
1999.

[73 FR 21758, Apr. 22, 2008, as amended at 75
FR 24818, May 6, 2010]

§745.82 Applicability.

(a) This subpart applies to all renova-
tions performed for compensation in
target housing and child-occupied fa-
cilities, except for the following:

(1) Renovations in target housing or
child-occupied facilities in which a
written determination has been made
by an inspector or risk assessor (cer-
tified pursuant to either Federal regu-
lations at §745.226 or a State or Tribal
certification program authorized pur-
suant to §745.324) that the components
affected by the renovation are free of
paint or other surface coatings that
contain lead equal to or in excess of 1.0
milligrams/per square centimeter (mg/
cm?) or 0.5% by weight, where the firm
performing the renovation has ob-
tained a copy of the determination.

(2) Renovations in target housing or
child-occupied facilities in which a cer-
tified renovator, using an EPA recog-
nized test kit as defined in §745.83 and
following the kit manufacturer’s in-
structions, has tested each component
affected by the renovation and deter-
mined that the components are free of
paint or other surface coatings that
contain lead equal to or in excess of 1.0
mg/cm?2 or 0.5% by weight. If the com-
ponents make up an integrated whole,
such as the individual stair treads and
risers of a single staircase, the ren-
ovator is required to test only one of
the individual components, unless the
individual components appear to have
been repainted or refinished sepa-
rately.
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(3) Renovations in target housing or
child-occupied facilities in which a cer-
tified renovator has collected a paint
chip sample from each painted compo-
nent affected by the renovation and a
laboratory recognized by EPA pursuant
to section 405(b) of TSCA as being capa-
ble of performing analyses for lead
compounds in paint chip samples has
determined that the samples are free of
paint or other surface coatings that
contain lead equal to or in excess of 1.0
mg/cm?2 or 0.5% by weight. If the com-
ponents make up an integrated whole,
such as the individual stair treads and
risers of a single staircase, the ren-
ovator is required to test only one of
the individual components, unless the
individual components appear to have
been repainted or refinished sepa-
rately.

(b) The information distribution re-
quirements in §745.84 do not apply to
emergency renovations, which are ren-
ovation activities that were not
planned but result from a sudden, un-
expected event (such as non-routine
failures of equipment) that, if not im-
mediately attended to, presents a safe-
ty or public health hazard, or threatens
equipment and/or property with signifi-
cant damage. Interim controls per-
formed in response to an elevated blood
lead level in a resident child are also
emergency renovations. Emergency
renovations other than interim con-
trols are also exempt from the warning
sign, containment, waste handling,
training, and certification require-
ments in §§745.85, 745.89, and 745.90 to
the extent necessary to respond to the
emergency. Emergency renovations are
not exempt from the cleaning require-
ments of §745.85(a)(5), which must be
performed by certified renovators or
individuals trained in accordance with
§745.90(b)(2), the cleaning verification
requirements of §745.85(b), which must
be performed by certified renovators,
and the recordkeeping requirements of
§745.86(b)(6) and (b)(7).

[73 FR 21758, Apr. 22, 2008, as amended at 75
FR 24818, May 6, 2010; 76 FR 47938, Aug. 5,
2011]

§745.83 Definitions.

For purposes of this part, the defini-
tions in §745.103 as well as the fol-
lowing definitions apply:

§745.83

Administrator means the Adminis-
trator of the Environmental Protection
Agency.

Child-occupied facility means a build-
ing, or portion of a building, con-
structed prior to 1978, visited regularly
by the same child, under 6 years of age,
on at least two different days within
any week (Sunday through Saturday
period), provided that each day’s visit
lasts at least 3 hours and the combined
weekly visits last at least 6 hours, and
the combined annual visits last at least
60 hours. Child-occupied facilities may
include, but are not limited to, day
care centers, preschools and Kkinder-
garten classrooms. Child-occupied fa-
cilities may be located in target hous-
ing or in public or commercial build-
ings. With respect to common areas in
public or commercial buildings that
contain child-occupied facilities, the
child-occupied facility encompasses
only those common areas that are rou-
tinely used by children under age 6,
such as restrooms and cafeterias. Com-
mon areas that children under age 6
only pass through, such as hallways,
stairways, and garages are not in-
cluded. In addition, with respect to ex-
teriors of public or commercial build-
ings that contain child-occupied facili-
ties, the child-occupied facility encom-
passes only the exterior sides of the
building that are immediately adjacent
to the child-occupied facility or the
common areas routinely used by chil-
dren under age 6.

Cleaning verification card means a
card developed and distributed, or oth-
erwise approved, by EPA for the pur-
pose of determining, through compari-
son of wet and dry disposable cleaning
cloths with the card, whether post-ren-
ovation cleaning has been properly
completed.

Component or building component
means specific design or structural ele-
ments or fixtures of a building or resi-
dential dwelling that are distinguished
from each other by form, function, and
location. These include, but are not
limited to, interior components such
as: Ceilings, crown molding, walls,
chair rails, doors, door trim, floors,
fireplaces, radiators and other heating
units, shelves, shelf supports, stair
treads, stair risers, stair stringers,
newel posts, railing caps, balustrades,
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windows and trim (including sashes,
window heads, jambs, sills or stools
and troughs), built in cabinets, col-
umns, beams, bathroom vanities,
counter tops, and air conditioners; and
exterior components such as: Painted
roofing, chimneys, flashing, gutters
and downspouts, ceilings, soffits, fas-
cias, rake boards, cornerboards, bulk-
heads, doors and door trim, fences,
floors, joists, lattice work, railings and
railing caps, siding, handrails, stair ris-
ers and treads, stair stringers, col-
umns, balustrades, windowsills or
stools and troughs, casings, sashes and
wells, and air conditioners.

Dry disposable cleaning cloth means a
commercially available dry, electro-
statically charged, white disposable
cloth designed to be used for cleaning
hard surfaces such as uncarpeted floors
or counter tops.

Firm means a company, partnership,
corporation, sole proprietorship or in-
dividual doing business, association, or
other business entity; a Federal, State,
Tribal, or local government agency; or
a nonprofit organization.

HEPA vacuum means a vacuum clean-
er which has been designed with a high-
efficiency particulate air (HEPA) filter
as the last filtration stage. A HEPA fil-
ter is a filter that is capable of cap-
turing particulates of 0.3 microns with
99.97% efficiency. The vacuum cleaner
must be designed so that all the air
drawn into the machine is expelled
through the HEPA filter with none of
the air leaking past it. HEPA vacuums
must be operated and maintained in ac-
cordance with the manufacturer’s in-
structions.

Interim controls means a set of meas-
ures designed to temporarily reduce
human exposure or likely exposure to
lead-based paint hazards, including
specialized cleaning, repairs, mainte-
nance, painting, temporary contain-
ment, ongoing monitoring of lead-
based paint hazards or potential haz-
ards, and the establishment and oper-
ation of management and resident edu-
cation programs.

Minor repair and maintenance activities
are activities, including minor heating,
ventilation or air conditioning work,
electrical work, and plumbing, that
disrupt 6 square feet or less of painted
surface per room for interior activities
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or 20 square feet or less of painted sur-
face for exterior activities where none
of the work practices prohibited or re-
stricted by §745.85(a)(3) are used and
where the work does not involve win-
dow replacement or demolition of
painted surface areas. When removing
painted components, or portions of
painted components, the entire surface
area removed is the amount of painted
surface disturbed. Jobs, other than
emergency renovations, performed in
the same room within the same 30 days
must be considered the same job for
the purpose of determining whether the
job is a minor repair and maintenance
activity.

Painted surface means a component
surface covered in whole or in part
with paint or other surface coatings.

Pamphlet means the EPA pamphlet
titled Renovate Right: Important Lead
Hazard Information for Families, Child
Care Providers and Schools developed
under section 406(a) of TSCA for use in
complying with section 406(b) of TSCA,
or any State or Tribal pamphlet ap-
proved by EPA pursuant to 40 CFR
745.326 that is developed for the same
purpose. This includes reproductions of
the pamphlet when copied in full and
without revision or deletion of mate-
rial from the pamphlet (except for the
addition or revision of State or local
sources of information). Before Decem-
ber 22, 2008, the term ‘‘pamphlet’ also
means any pamphlet developed by EPA
under section 406(a) of TSCA or any
State or Tribal pamphlet approved by
EPA pursuant to §745.326.

Person means any natural or judicial
person including any individual, cor-
poration, partnership, or association;
any Indian Tribe, State, or political
subdivision thereof; any interstate
body; and any department, agency, or
instrumentality of the Federal Govern-
ment.

Recognized test kit means a commer-
cially available kit recognized by EPA
under §745.88 as being capable of allow-
ing a user to determine the presence of
lead at levels equal to or in excess of
1.0 milligrams per square centimeter,
or more than 0.5% lead by weight, in a
paint chip, paint powder, or painted
surface.

Renovation means the modification of
any existing structure, or portion
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thereof, that results in the disturbance
of painted surfaces, unless that activ-
ity is performed as part of an abate-
ment as defined by this part (40 CFR
745.223). The term renovation includes
(but is not limited to): The removal,
modification or repair of painted sur-
faces or painted components (e.g.,
modification of painted doors, surface
restoration, window repair, surface
preparation activity (such as sanding,
scraping, or other such activities that
may generate paint dust)); the removal
of building components (e.g., walls,
ceilings, plumbing, windows); weather-
ization projects (e.g., cutting holes in
painted surfaces to install blown-in in-
sulation or to gain access to attics,
planing thresholds to install weather-
stripping), and interim controls that
disturb painted surfaces. A renovation
performed for the purpose of con-
verting a building, or part of a build-
ing, into target housing or a child-oc-
cupied facility is a renovation under
this subpart. The term renovation does
not include minor repair and mainte-
nance activities.

Renovator means an individual who
either performs or directs workers who
perform renovations. A certified ren-
ovator is a renovator who has success-
fully completed a renovator course ac-
credited by EPA or an EPA-authorized
State or Tribal program.

Training hour means at least 50 min-
utes of actual learning, including, but
not limited to, time devoted to lecture,
learning activities, small group activi-
ties, demonstrations, evaluations, and
hands-on experience.

Wet disposable cleaning cloth means a
commercially available, pre-moistened
white disposable cloth designed to be
used for cleaning hard surfaces such as
uncarpeted floors or counter tops.

Vertical containment means a vertical
barrier consisting of plastic sheeting or
other impermeable material over scaf-
folding or a rigid frame, or an equiva-
lent system of containing the work
area. Vertical containment is required
for some exterior renovations but it
may be used on any renovation.

Wet mopping system means a device
with the following characteristics: A
long handle, a mop head designed to be
used with disposable absorbent clean-
ing pads, a reservoir for cleaning solu-
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tion, and a built-in mechanism for dis-
tributing or spraying the cleaning solu-
tion onto a floor, or a method of equiv-
alent efficacy.

Work area means the area that the
certified renovator establishes to con-
tain the dust and debris generated by a
renovation.

[63 FR 29919, June 1, 1998, as amended at 73
FR 21758, Apr. 22, 2008; 76 FR 47938, Aug. 5,
2011]

§745.84 Information distribution re-
quirements.

(a) Renovations in dwelling units. No
more than 60 days before beginning
renovation activities in any residential
dwelling unit of target housing, the
firm performing the renovation must:

(1) Provide the owner of the unit with
the pamphlet, and comply with one of
the following:

(i) Obtain, from the owner, a written
acknowledgment that the owner has
received the pamphlet.

(ii) Obtain a certificate of mailing at
least 7 days prior to the renovation.

(2) In addition to the requirements in
paragraph (a)(1) of this section, if the
owner does not occupy the dwelling
unit, provide an adult occupant of the
unit with the pamphlet, and comply
with one of the following:

(i) Obtain, from the adult occupant, a
written acknowledgment that the oc-
cupant has received the pamphlet; or
certify in writing that a pamphlet has
been delivered to the dwelling and that
the firm performing the renovation has
been unsuccessful in obtaining a writ-
ten acknowledgment from an adult oc-
cupant. Such certification must in-
clude the address of the unit under-
going renovation, the date and method
of delivery of the pamphlet, names of
the persons delivering the pamphlet,
reason for lack of acknowledgment
(e.g., occupant refuses to sign, no adult
occupant available), the signature of a
representative of the firm performing
the renovation, and the date of signa-
ture.

(ii) Obtain a certificate of mailing at
least 7 days prior to the renovation.

(b) Renovations in common areas. No
more than 60 days before beginning
renovation activities in common areas
of multi-unit target housing, the firm
performing the renovation must:
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(1) Provide the owner with the pam-
phlet, and comply with one of the fol-
lowing:

(i) Obtain, from the owner, a written
acknowledgment that the owner has
received the pamphlet.

(ii) Obtain a certificate of mailing at
least 7 days prior to the renovation.

(2) Comply with one of the following. (i)
Notify in writing, or ensure written no-
tification of, each affected unit and
make the pamphlet available upon re-
quest prior to the start of renovation.
Such notification shall be accom-
plished by distributing written notice
to each affected unit. The notice shall
describe the general nature and loca-
tions of the planned renovation activi-
ties; the expected starting and ending
dates; and a statement of how the oc-
cupant can obtain the pamphlet and a
copy of the records required by §
745.86(c) and (d), at no cost to the occu-
pants, or

(ii) While the renovation is ongoing,
post informational signs describing the
general nature and locations of the
renovation and the anticipated comple-
tion date. These signs must be posted
in areas where they are likely to be
seen by the occupants of all of the af-
fected units. The signs must be accom-
panied by a posted copy of the pam-
phlet or information on how interested
occupants can review a copy of the
pamphlet or obtain a copy from the
renovation firm at no cost to occu-
pants. The signs must also include in-
formation on how interested occupants
can review a copy of the records re-
quired by § 745.86(c) and (d) or obtain
a copy from the renovation firm at no
cost to the occupants.

(3) Prepare, sign, and date a state-
ment describing the steps performed to
notify all occupants of the intended
renovation activities and to provide
the pamphlet.

(4) If the scope, locations, or expected
starting and ending dates of the
planned renovation activities change
after the initial notification, and the
firm provided written initial notifica-
tion to each affected unit, the firm per-
forming the renovation must provide
further written notification to the
owners and occupants providing revised
information on the ongoing or planned
activities. This subsequent notification
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must be provided before the firm per-
forming the renovation initiates work
beyond that which was described in the
original notice.

(c) Renovations in child-occupied facili-
ties. No more than 60 days before begin-
ning renovation activities in any child-
occupied facility, the firm performing
the renovation must:

(1)(i) Provide the owner of the build-
ing with the pamphlet, and comply
with one of the following:

(A) Obtain, from the owner, a written
acknowledgment that the owner has
received the pamphlet.

(B) Obtain a certificate of mailing at
least 7 days prior to the renovation.

(ii) If the child-occupied facility is
not the owner of the building, provide
an adult representative of the child-oc-
cupied facility with the pamphlet, and
comply with one of the following:

(A) Obtain, from the adult represent-
ative, a written acknowledgment that
the adult representative has received
the pamphlet; or certify in writing that
a pamphlet has been delivered to the
facility and that the firm performing
the renovation has been unsuccessful
in obtaining a written acknowledgment
from an adult representative. Such cer-
tification must include the address of
the child-occupied facility undergoing
renovation, the date and method of de-
livery of the pamphlet, names of the
persons delivering the pamphlet, rea-
son for lack of acknowledgment (e.g.,
representative refuses to sign), the sig-
nature of a representative of the firm
performing the renovation, and the
date of signature.

(B) Obtain a certificate of mailing at
least 7 days prior to the renovation.

(2) Provide the parents and guardians
of children using the child-occupied fa-
cility with the pamphlet, information
describing the general nature and loca-
tions of the renovation and the antici-
pated completion date, and informa-
tion on how interested parents or
guardians of children frequenting the
child-occupied facility can review a
copy of the records required by
§745.86(c) and (d) or obtain a copy from
the renovation firm at no cost to the
occupants by complying with one of
the following:

(i) Mail or hand-deliver the pamphlet
and the renovation information to each
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parent or guardian of a child using the
child-occupied facility.

(ii) While the renovation is ongoing,
post informational signs describing the
general nature and locations of the
renovation and the anticipated comple-
tion date. These signs must be posted
in areas where they can be seen by the
parents or guardians of the children
frequenting the child-occupied facility.
The signs must be accompanied by a
posted copy of the pamphlet or infor-
mation on how interested parents or
guardians of children frequenting the
child-occupied facility can review a
copy of the pamphlet or obtain a copy
from the renovation firm at no cost to
the parents or guardians. The signs
must also include information on how
interested parents or guardians of chil-
dren frequenting the child-occupied fa-
cility can review a copy of the records
required by § 745.86(c) and (d) or ob-
tain a copy from the renovation firm at
no cost to the parents or guardians.

(3) The renovation firm must prepare,
sign, and date a statement describing
the steps performed to notify all par-
ents and guardians of the intended ren-
ovation activities and to provide the
pamphlet.

(d) Written acknowledgment. The writ-
ten acknowledgments required by para-
graphs (a)(1)(D), (@)2)1D), (©)(A)D),
(c)()(E)(A), and (c)(1)(ii)(A) of this sec-
tion must:

(1) Include a statement recording the
owner or occupant’s name and ac-
knowledging receipt of the pamphlet
prior to the start of renovation, the ad-
dress of the unit undergoing renova-
tion, the signature of the owner or oc-
cupant as applicable, and the date of
signature.

(2) Be either a separate sheet or part
of any written contract or service
agreement for the renovation.

(3) Be written in the same language
as the text of the contract or agree-
ment for the renovation or, in the case
of non-owner occupied target housing,
in the same language as the lease or
rental agreement or the pamphlet.

[63 FR 29919, June 1, 1998. Redesignated and
amended at 73 FR 21760, Apr. 22, 2008; 75 FR
24818, May 6, 2010]
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§745.85 Work practice standards.

(a) Standards for renovation activities.
Renovations must be performed by cer-
tified firms using certified renovators
as directed in §745.89. The responsibil-
ities of certified firms are set forth in
§745.89(d) and the responsibilities of
certified renovators are set forth in
§745.90(b).

(1) Occupant protection. Firms must
post signs clearly defining the work
area and warning occupants and other
persons not involved in renovation ac-
tivities to remain outside of the work
area. To the extent practicable, these
signs must be in the primary language
of the occupants. These signs must be
posted before beginning the renovation
and must remain in place and readable
until the renovation and the post-ren-
ovation cleaning verification have been
completed. If warning signs have been
posted in accordance with 24 CFR
35.1345(b)(2) or 29 CFR 1926.62(m), addi-
tional signs are not required by this
section.

(2) Containing the work area. Before
beginning the renovation, the firm
must isolate the work area so that no
dust or debris leaves the work area
while the renovation is being per-
formed. In addition, the firm must
maintain the integrity of the contain-
ment by ensuring that any plastic or
other impermeable materials are not
torn or displaced, and taking any other
steps necessary to ensure that no dust
or debris leaves the work area while
the renovation is being performed. The
firm must also ensure that contain-
ment is installed in such a manner that
it does not interfere with occupant and
worker egress in an emergency.

(i) Interior renovations. The
must:

(A) Remove all objects from the work
area, including furniture, rugs, and
window coverings, or cover them with
plastic sheeting or other impermeable
material with all seams and edges
taped or otherwise sealed.

(B) Close and cover all ducts opening
in the work area with taped-down plas-
tic sheeting or other impermeable ma-
terial.

(C) Close windows and doors in the
work area. Doors must be covered with
plastic sheeting or other impermeable
material. Doors used as an entrance to

firm
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the work area must be covered with
plastic sheeting or other impermeable
material in a manner that allows work-
ers to pass through while confining
dust and debris to the work area.

(D) Cover the floor surface, including
installed carpet, with taped-down plas-
tic sheeting or other impermeable ma-
terial in the work area 6 feet beyond
the perimeter of surfaces undergoing
renovation or a sufficient distance to
contain the dust, whichever is greater.
Floor containment measures may stop
at the edge of the vertical barrier when
using a vertical containment system
consisting of impermeable barriers
that extend from the floor to the ceil-
ing and are tightly sealed at joints
with the floor, ceiling and walls.

(E) Use precautions to ensure that all
personnel, tools, and other items, in-
cluding the exteriors of containers of
waste, are free of dust and debris before
leaving the work area.

(ii) Exterior renovations.
must:

(A) Close all doors and windows with-
in 20 feet of the renovation. On multi-
story buildings, close all doors and
windows within 20 feet of the renova-
tion on the same floor as the renova-
tion, and close all doors and windows
on all floors below that are the same
horizontal distance from the renova-
tion.

(B) Ensure that doors within the
work area that will be used while the
job is being performed are covered with
plastic sheeting or other impermeable
material in a manner that a